






The products below can be used with MasterMold® to get the results you need. 

CASTING COMPOUNDS 

WOODCAST 

Casting compound which is light-weight, strong and 
shatter and chip resistant. Makes smooth, bubble-free 
castings which reproduce fine details. It can be paint
ed, stained and wood-grained. Excellent for exterior 
and interior use. Color: light beige. Hardens in 2-8 
hours at room temperature. 

ADOCAST 4-4 

Best choice for rigid molds and castings. Reproduces 
precision detail. Aluminum filled. Can be machined 
with common metal-working tools. 

ADOCAST 8-3 

Versatile, clear epoxy casting resin. Its slow reactivity 
and low exotherm allow larger, as well as smaller, 
castings. It can be filled to obtain unlimited modifi
cations. Good for both exterior and interior exposure. 
This 2 component system is also excellent with fiber
glass and other reinforcements for structural lami
nates and composite structures. Its low shrinkage and 
superb adhesion are unsurpassed. 

RELEASE AGENTS 

ADHESIVE 15 D 

Silicone-based. Apply by brushing or spraying. 

ADHESIVE 15C 

Polyvinyl alcohol/water based. Apply by brushing. 

Can be removed with water. 

ADOCAST 8503-3 

First choice when virtually colorless casting compound 
is desired. This 2-part compound hardens in about 1-10 
hours at room temperature , depending on the size of the 
casting, into a very hard, strong mass. It hardens without 
the high shrinkage of acrylic or other resins, and is rec
ommended for precise reproductions. 

GYPSUM-1 

A standard for plaster casting. This neutral, general pur
pose gypsum cement produces figures harder and 
stronger than ordinary casting plasters. It reproduces fine 
details and gives a hard, chip resistant smooth surface. 
11 pounds yields approximately 1 gallon of casting plas
ter that sets in 20-25 minutes. Paintable. Not recom
mended for exterior use or exposure to water. 

GYPSUM-2 

Fast hardening gypsum cement for outdoor use. 
Recommended for figural, decorative and ornamental gar
den pieces that capture fine details. Sets rapidly and 
demolds in as little as one hour after set-up. Gypsum-2 is 
mixed with fine sand and water to make strong, hard cast
ings that resist chipping. Paintable. Not recommended for 
castings that hold water or architectural applications. 

SUPPORT MOLDS 

WOODEPOX 

WoodEpox Light-weight (appx. 3.8 lb per gallon) epoxy 
paste. Easy to shape by hand and apply to vertical sur
faces. Very strong and durable. Recommended when 
making multiple castings. 

GYPSUM-1 

Plaster casting compound. Hardens quickly. See above. 

The above information is the result of accurate laboratory and field tests. However, no warranty, express or implied, is offered 
as uses and applications are beyond our control. Users are urged to test and adapt the above data in their own conditions and 
environments prior to product adoption. Specifications may be subject to state-of-the-art changes. 

ISO 9001 Registered 

ABATRON, INC. 
5501 - 95th Ave., 
Kenosha, WI 53144 USA 
www.abatron.com 

1-800-445-1754
Technical Support:(262) 653-2000 
Fax: (262) 653-2019 


